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▪ Street/Road Repair and Maintenance BMPs

▪ Bridge and Structure Maintenance BMPs

Presentation Overview



Street/Road Repair and 

Maintenance BMPs



▪ Activities

▪ Parking lot installation

▪ Road Repaving

▪ Road Repair

▪ Road Maintenance

MRP Required BMPs



▪ Implement appropriate BMPs to control site debris and waste 
materials

▪ Example BMPs

▪ Cover materials not in use (protect from wind and rain)

▪ Secondary containment 

▪ Berms

▪ Store materials off the ground

▪ Block storm drain inlets

▪ Good housekeeping

MRP Required BMPs



▪ Proper management of materials on site to avoid 
discharge to storm drains

▪ Example BMPs

▪ Drip pans where equipment can leak

▪ Contain concrete slurry/washout, allow to harden and dispose (don’t 
place on ground/soil)

▪ Contain water used when saw cutting

▪ Minimize water used for dust control and street sweeping to avoid 
discharge to storm drains

MRP Required BMPs

▪ Asphalt
▪ Concrete slurry
▪ Pavement cutting
▪ Wastewater



Concrete Waste



▪ Coordinate with sanitary sewer agencies if discharging 
wastewater generated from activities in sanitary sewer

▪ Approvals

▪ Pretreatment standards

▪ Sweep and/or vacuum to remove debris from work sites 
upon completion of work 

▪ Concrete 

▪ Sediment

▪ Asphalt

MRP Required BMPs



CASQA Fact Sheet SC-70 Road 

and Street Maintenance



✓ Regularly inspect and maintain equipment
✓ Schedule pavement marking activities for dry weather



• During concrete installation & repair
✓ Protect nearby storm drains
✓ Mix only what is needed onsite
✓ Do not wash sweepings from exposed aggregate concrete into the street or 

storm drain (collect and return to stockpile or dispose in trash)

• When saw cutting pavement
✓ Cover nearby storm drain inlets completely
✓ Contain liquid
✓ Shovel or vacuum slurry residue and remove from site
✓ Onsite vacuum can pick up slurry as generated



• Patching, resurfacing, and surface sealing
✓ Schedule for dry weather
✓ Stockpile materials away from streets, gutters, storm drain inlets
✓ Cover stockpiles
✓ Cover nearby storm drain inlets completely
✓ Minimize water for dust control to avoid runoff
✓ Sweep up
✓ Place drip pans/absorbents under paving equipment to catch drips

• Equipment
✓ Inspect for leaks
✓ Perform repairs, refueling and cleaning at your corporation yard (not onsite)



• Repair Work
✓ Thoroughly clean up the job site when work is completed
✓ Use appropriate construction activity BMPs



• Spill Response
✓ Have spill kits available
✓ Clean up spills immediately
✓ Use dry cleanup methods



BMPs When Project Ends

▪ Clean up area 

• Remove all materials

• Sweep, vacuum, etc. 

▪ Remove all temporary BMPs

• Look off site, down the street, 
around the corner, etc.

Abandoned filter bag and fiber roll 
months after road repair completed



Storm Drain Inlets: Protect vs Block

▪ BMPs that filter or allow sediment to settle out of 
stormwater

• Filter bags

• Gravel bags

• Manufactured mats

• Compost socks

• Fiber rolls 



Storm Drain Inlets: Protect vs Block

▪ BMPs that prevent non-stormwater discharges from 
entering storm drain (e.g., saw cut slurry, sealants, 
wash water) 

• Mats 

• Storm drain plugs

• Berms



Bridge and Structure 

Maintenance BMPs



▪ Implement appropriate BMPs to prevent discharge of 
polluted stormwater and non-stormwater into creeks 
or storm drains

▪ Prevent all debris and pollutants generated from 
entering creeks or storm drains

▪ Structural materials

▪ Coating debris

▪ Paint chips

MRP Required BMPs



▪ Use proper disposal methods for wastes generated

▪ Sanitary sewer

▪ Trash 

▪ Recycling

▪ Hazardous waste 

▪ Train employees

▪ Specify BMPs in contracts

MRP Required BMPs



▪ Road Repair and Maintenance 
applicable BMPs

▪ Additional BMPs for work over 
waterways

Example BMPs



▪ Use appropriate BMPs for 
material and waste 
management, clean up, and 
equipment maintenance.

▪ Specific Bridge and Structure 
Maintenance section



✓ Perform work on maintenance traveler or platform, or use 
suspended netting or tarps to capture 
• paint, 
• rust, 
• paint removing agents or 
• other materials 

✓ If sanding, use a sander with a vacuum filter bag
✓ Capture all clean-up water and dispose properly



BMPs When Project Ends

▪ Clean up area 

• Remove all materials

• Sweep, vacuum, or other dry 
methods

▪ Remove all temporary BMPs

• Look off site, down the street, 
around the corner, and the 
surrounding area.



Contact Information

Peter Schultze-Allen, CPSWQ

pschultze-allen@eoainc.com

mailto:pschultzeallen@eoainc.com
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